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1.0 PROJECT OBJECTIVES

The project objective is to design and construct facilities for the military that are consistent with the design and
construction practices used for civilian sector projects that perform similar functions to the military projects. For
example, a Company Operations Facility has the similar function as an office/warehouse in the civilian sector;
therefore the design and construction practices for a company operations facility should be consistent with the
design and construction of an office/warehouse building.

Comparison of Military Facilities to Civilian Facilities

Military Facility Civilian Facility

Tactical Equipment Maintenance Facility (TEMF) Heavy Equipment/Vehicle Maintenance Garage

It is the Army's objective that these buildings will have a 25-year useful design life before a possible re-use/re-
purpose or renovation requirement, to include normal sustainment, restoration, modernization activities and a 50-
year building replacement life. Therefore, the design and construction should provide an appropriate level of quality
to ensure the continued use of the facility over that time period with the application of reasonable preventive
maintenance and repairs that would be industry-acceptable to a major civilian sector project OWNER. The site
infrastructure will have at least a 50-year life expectancy with industry-accepted maintenance and repair cycles.

The project site should be developed for efficiency and to convey a sense of unity or connectivity with the adjacent
buildings and with the Installation as a whole.

Requirements stated in this contract are minimums. Innovative, creative, and life cycle cost effective solutions,
which meet or exceed these requirements are encouraged. Further, the OFFEROR is encouraged to seek solutions
that will expedite construction (panelization, pre-engineered, etc.) and shorten the schedule. The intent of the
Government is to emphasize the placement of funds into functional/operational requirements. Materials
and methods should reflect this by choosing the lowest Type of Construction allowed by code for this
occupancy/project allowing the funding to be reflected in the quality of interior/exterior finishes and
systems selected.

1.1. SECTION ORGANIZATION

This Section is organized under 6 major “paragraphs”.

(1) Paragraph 1 is intended to define the project objectives and to provide a comparison between the military
facility(ies) and comparable “civilian” type buildings.

(2) Paragraph 2 describes the scope of the project.

(3) Paragraph 3 provides the functional, operational and facility specific design criteria for the specific facility
type(s) included in this contract or task order.

(4) Paragraph 4 lists applicable industry and government design criteria, generally applicable to all facility
types, unless otherwise indicated in the Section. It is not intended to be all-inclusive. Other industry and
government standards may also be used, where necessary to produce professional designs, unless they conflict
with those listed.

(5) Paragraph 5 contains Army Standard Design Criteria, generally applicable to all facility types, unless
otherwise indicated in the Section.

(6) Paragraph 6 contains installation and project specific criteria supplementing the other 5 paragraphs.
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2.0 SCOPE
21. TACTICAL EQUIPMENT MAINTENANCE FACILITY (TEMF)

Provide Tactical Equipment Maintenance Facilities. This project type is to provide facilities for the purpose of
maintaining and repairing vehicles, complete with equipment and parts storage and administrative offices. It is
intended to be similar to heavy equipment or motor pool facilities in the private sector community. Assume 12
percent of personnel are female unless otherwise indicated.

The project will include TEMFs for 1 battalion(s). Specific sizing parameters for each battalion TEMF included in
the project are as follows:

08858A000 6 HOSP CO

TEMF size: Small

A 10-ton bridge crane is required in this TEMF.

Number of organizational vehicles to be accommodated: 126

Organizational vehicle hardstand: 15,282 square yards

Organizational storage building: 2,800 square feet

POL storage building: 0 square feet

Hazardous waste storage building: 0 square feet

Distribution company storage building, 8000 SF w/445 SY Secure Storage, NOT required

UAV maintenance and storage, 1800SF, NOT required

POL vehicle parking IS required

The maximum gross area for the primary Tactical Equipment Maintenance Facilities (excluding site storage
buildings) in the project is limited to 18,000 SF.
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2.2. SITE:

Provide all site design and construction within the TEMF limits of construction necessary to support the new
building facilities. Supporting facilities include, but are not limited to, utilities, electric service, exterior and security
lighting, fire protection and alarm systems, security fencing and gates, water, gas, sewer, oil water separators,
storm drainage and site improvements. Provide accessibility for individuals with disabilities. Include
Antiterrorism/Force Protection measures in the facility design in accordance with applicable criteria.

Maintain the construction site and haul route. Repair/replace damage to existing sidewalks, pavements, curb and
gutter, utilities, and/or landscaping within the construction limit, adjacent to the construction site, and along the
Contractor’s haul route resulting from the Contractor’s construction activities at no additional cost to the
Government. Prior to construction activities, Contractor and Contracting Officer Representative shall perform an
existing condition survey. At completion of the Task Order, Contractor and Contracting Officer representative shall
perform a final condition survey to determine repair/replacement requirements.

Approximate area available for this (these) facility(ies) is shown on the drawings.

Provide all site improvements necessary to support the new building facilities. Refer to Paragraph 6.
Approximate area available 8.80 acres

23. GOVERNMENT-FURNISHED GOVERNMENT-INSTALLED EQUIPMENT (GFGI)

Coordinate with Government on GFGI item requirements and provide suitable structural support, brackets for
projectors/VCRs/TVs, all utility connections and space with required clearances for all GFGI items. Fire
extinguishers are GF/GI personal property, while fire extinguisher brackets and cabinets are Contractor furnished
and installed CF/CI. All Computers and related hardware, copiers, faxes, printers, video projectors, VCRs and
TVs are GFGI.

The following are also GFGI items: No Additional Requirements
24, FURNITURE REQUIREMENTS

Provide furniture design for all spaces listed in Chapter 3 and including any existing furniture and equipment to be
re-used. Coordinate with the user to define requirements for furniture systems, movable furniture, storage systems,
equipment, any existing items to be reused, etc. Early coordination of furniture design is required for a complete
and usable facility.

The procurement and installation of furniture is NOT included in this contract. Furniture will be provided and
installed under a separate furniture vendor/installer contract. The general contractor shall accommodate that effort
with allowance for entry of the furniture vendor/installer onto this project site at the appropriate time to permit
completion of the furniture installation for a complete and usable facility to coincide with the Beneficial Occupancy
Date (BOD) of this project. The furniture vendor/installer contract will include all electrical pre-wiring and the whips
for final connection to the building electrical systems however; the general contractor shall make the final
connections to the building electrical systems under this contract. Furthermore, the general contractor shall provide
all Information/Technology (IT) wiring (i.e. LAN, phone, etc.) up to and including the face plate of all freestanding
and/or systems furniture desk tops as applicable, the services to install the cable and face plates in the furniture,
the coordination with the furniture vendor/installer to accomplish the installation at the appropriate time, and all the
final IT connections to the building systems under this contract.

The Government reserves the right to change the method for procurement of and installation of furniture to
Contractor Furnished/Contractor Installed (CF/CI). CF/CI furniture will require competitive open market
procurement by the Contractor using the Furniture, Fixtures and Equipment (FF&E) package.

2.5. NOT USED
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3.0 TACTICAL EQUIPMENT MAINTENANCE FACILITY (TEMF)

3.1 GENERAL

(1) Functional Areas. The primary TEMF is composed of two main types of functional areas: Repair Bays
(consisting of Repair areas and Maintenance areas), and the Core Area. Refer to the attached Floor Plans for
recommended layout.

(2) Gross Building Area. Gross areas of facilities shall be computed according to subparagraphs below.
Maximum gross area limits indicated in Paragraph 2.0, SCOPE, may not be exceeded. A smaller overall gross
area is permissible if all established net area program requirements are met.

(a) Enclosed Spaces. The gross area includes the total area of all floors, including basements, mezzanines,
penthouses, usable attic or sloping spaces used to accommodate mechanical equipment or for storage with an
average height of 6’-11” measured from the underside of the structural system and with the perimeter walls
measuring a minimum of 4’-11” in height, and other enclosed spaces as determined by the effective outside
dimensions of the building.

(b) One-Half Spaces. One half of the area will be included in the gross area for balconies and porches;
exterior covered loading platforms or facilities, either depressed, ground level, or raised; covered but not enclosed
passageways or walks; covered and uncovered but open stairs; and covered ramps.

(c) Excluded Spaces. Crawl spaces; exterior uncovered loading platforms or facilities, either depressed,
ground level, or raised; exterior insulation applied to existing buildings; open courtyards; open paved terraces; roof
overhangs and soffits for weather protection; uncovered ramps; uncovered stoops; and utility tunnels and raceways
will be excluded from the gross area.

(3) Net Area. Net area requirements for functional spaces are included in the drawings. If net area
requirements are not indicated, the space shall be sized to accommodate the required function, comply with code
requirements, comply with overall gross area limitations and other requirements of the RFP (for example, area
requirements for corridors, stairs, and mechanical rooms will typically be left to the discretion of the Offeror).

(4) Deviations and Improvements. It is the intent of this document to allow deviations and improvements to the
design shown.

(5) Handicapped Access. All TEMF buildings are to be handicapped accessible.

(6) Site Design and Functional Areas. Site features include vehicular hardstand, utilities and site
improvements.

(7) Adapt-Build Model. An Adapt-Build Model for a TEMF, which contains a fully developed design, including a
Building Information Model (BIM), 2-D CADD files, and specifications, can be downloaded from the following FTP
site: ftp:/ftp.usace.army.mil/pub/sas/TEMF/. This design is provided as a guide that exemplifies a technically
suitable product and incorporates mandatory functional/operational requirements for a similar (although perhaps
not an exact) facility to be constructed under this solicitation. It will be left to the offerors' discretion if, and how,
they will use the sample design provided to satisfy the requirements of this Request for Proposal. This model is not
intended to modify or over-ride specific requirements of this RFP and, under all circumstances, it will be incumbent
upon the successful offeror to adhere to the site specific scope and functional/operational requirements specified
within the RFP. Neither this statement of work, nor the adapt-build model, are intended to diminish the offeror's
responsibilities under the clauses titled “Responsibility of the Contractor for Design,” “Warranty of Design,” and
“Construction Role During Design.” The successful offeror shall be the designer-of-record and shall be responsible
for the final design and construction product, including but not limited to, adherence to the installation architectural
theme, building code compliance and suitability of the engineering systems provided. The government assumes no
liability for the model design provided and, to the extent it is used by an offeror, the offeror will be responsible for all
aspects of the design as designer-of-record.

3.1.1. Repair Areas and Vehicle Corridor/Maintenance Areas

Repair areas and maintenance areas are garage areas used for service and repair of the full range of Army tactical
equipment. They are single story ground floor spaces. A typical structural bay to accommodate both repair and
maintenance areas is sized to measure 32’ x 96’. Conceptually, this structural bay contains four 16’ x 32’ repair
work areas, and a 32’ wide vehicle corridor dividing them crosswise. The vehicle corridor also serves as a
maintenance area. It accommodates 16’ x 32’ maintenance work areas down the length of the entire building .
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Two contiguous work areas may be required to accommodate work on larger equipment, thus resulting in the need
for work areas to be constructed in pairs. Repair and maintenance areas are to be free of intermediate support
columns, i.e. columns are only permissible along exterior perimeter walls. This allows complete shop floor
coverage by a single bridge crane for all contiguous maintenance and repair areas (each wing of the facility).
TEMFs requiring four structural bays or less shall be constructed contiguously in a single wing of the facility.

(1) Repair Areas

(a) Function. Repair of vehicles as described above. Structural height shall be as required to allow minimum
bridge crane hook cradle height of 20 feet (minimum of 25 feet for bays with 35-ton bridge cranes). Overhead
coiling doors, 24’-0” wide x 14’-0” high, shall be provided at each end of each structural bay.

(b) Equipment. Repair Bays shall be served by a 10-ton or a 35-ton capacity traveling bridge crane with full
structural bay coverage as indicated in the Architectural TEMF Features Matrix and as specified in Para. 2.1.
Additional requirements are specified in the paragraph ARCHITECTURE.

(c) Provide one hose bibb and two compressed air outlets 3’-0” above the floor for each pair of repair areas.

(d) Welding/Machine Shop Area: Provide special purpose repair space to support machine shop equipment
and power connectivity for portable welding equipment within one pair of repair areas, typically in repair bay farthest
from the Core Area. This area will not be used exclusively for welding. It may be utilized as a repair area also and
shall be equipped with all requirements for repair areas except items (e), and (j).

(e) Provide utilities for component washing and vehicle spot washing in the outermost work area of each wing
of repair/maintenance areas. Provide a 5’-4” high concrete masonry wall separating the outermost bay from others
to contain spray resulting from engine and component wash functions. Terminate partition to provide 6’-0” clear
space at each end of the partition.

(f) In each pair of repair areas, provide electric power for user provided (GFGI) portable hydraulic lift.

(9) Provide continuous 6-inch wide trench drains with continuous grating along full width of bays at exterior
doors; locate drains approximately 3’-0” inside face of exterior walls. In addition to the outside trench drains, a
center trench drain running the full width of the bays is permissible to facilitate internal drainage of the facility.
When a dedicated, partitioned welding area is provided, provide a solid cover to trench drain where it runs through
the welding area.

(h) Each work area shall have access to NIPRNet -data connection points.
(i) Provide an outlet to a vehicle exhaust evacuation system for each repair area.

() Tire Changing Area: Provide capability for tire changing function where shown on the TEMF Standard
Drawings. Tire changing equipment shall be GFGI.”

(2) Vehicle Corridor/Maintenance Areas

(a) Function. Maintenance of vehicles as described above. Maintenance areas within core area shall be
equipped for inspection, oil changing and lubrication. All requirements listed above, except items (d), (e), (f), and (j)
apply to the maintenance areas.

(b) Maintenance Area within the High Bay Portion of Facility. Access to compressed air, water, vehicle
exhaust, power and data in the maintenance areas within high bay portion of facility shall be via connections along
the nearest wall.

(c) Maintenance Area within the Core Area. Maintenance areas within the core area shall be equipped for
inspection, oil changing and lubrication. The minimum clear ceiling height shall be 14’-0” Above Finished Floor.
Provide an outlet to a vehicle exhaust evacuation system for each pair of maintenance areas. Bridge crane access
is not required for maintenance areas along central vehicle corridor in the core area.

(1) Maintenance Pit. Provide one 40-foot long x 3’-6” wide concrete maintenance pit in the central vehicle
corridor portion maintenance area within the core with stair access. Due to inside clearance for some vehicles, the
maximum 3’-6” width is critical for the pit and curbing. Pit shall have non-sparking, non-slip removable floor grating
approximately 4’-4” below finish floor elevation, with concrete pit floor below sloping to sump. Provide sump pump,
see Paragraph 3.1.8(4) Plumbing for additional information. Provide compressed air outlet at two places in the pit.
When not in use, pit shall be provided with removable cover capable of supporting pedestrian traffic. Provide
minimum 4-inch high steel angle curb surrounding pit opening. Pit cover panels to be light enough to be handled
by a maximum of two personnel.
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(2) POL Hose Reels. Provide two POL dispensing points mounted to the wall of the maintenance area. They
should be spaced along the length of the pit. Hose and reel assembly shall be heavy duty, designed for the
applicable fluid or oil. Provide shutoff valve at reel. Provide distribution for grease, engine oil, gear oil,
transmission fluid, and antifreeze.

(3) Circulation Bays

(a) Provide an 8 wide x 96’ long structural bay between each wing of repair bays and the core area to facilitate
pedestrian egress from the building and shall conform to OSHA requirements.

(b) Equipment. Provide 4’-0” high x 8’-0” wide framed tack board (for ‘safety board’) mounted on wall along the
circulation bay near the tool room. Provide one permanently installed emergency eyewash, hand held drench hose
and shower station at each circulation bay that is adjacent to a core area and provide additional emergency eye
wash, hand held drench hose and shower stations in other bays as required per OSHA standard 1910.151(c) and
ANSI Z358.1. Provide one or more emergency eyewash, hand held drench hose and shower stations in
Consolidated Bench Repair and in the Fluid Disribution Room when the equipment being serviced or solvents being
used generate this requirement. Locate emergency wash stations in accordance with OSHA standard 1910.151(c)
and ANSI Z2358.1. Per OSHA 1910.151(c) emergency eyewash/shower units should be located such that a worker
can reach one in 10 seconds. ANSI Z358.1 gives a guideline of 55 feet to meet this requirement.

3.1.2. Core Areas:

Core areas are arranged in one and two story configurations (refer to the attached floor plans for standard layouts).
Internal walls within the core should be non-load bearing to the extent possible to allow future rearrangement of
spaces.

(1) Administration and Shop Control. Office space to accommodate foremen, production control, and clerical
personnel. Provide one space per core; may be located on first or second floor but shall be accessible to the
physically disabled. Provide counter and pass-through window between this room and the customer Waiting Area;
size pass-through window to accommodate transfer of 30-inch by 30-inch items, and layout the area outside
window so that two people can stand at the window and be out of the corridor traffic pattern. Provide viewing
windows from administration and shop control space into the repair areas.

(2) Training Room. The training room space is intended to facilitate the training mission for maintenance

personnel. This space is to be divided into two training areas with an operable folding partition (movable wall)
having a sound isolation of STC 45, minimum. Provision shall be made to accommodate up to 30 students for
computer based training, including power and data connections for each student.

(3) Consolidated Bench. Shop space for unit-level maintenance of electronics, optics, and other gear. Locate
on first floor.

(a) Equipment. Provide an overhead coiling door 10’-0” wide x 10’-0” high.

(b) Furnishings/Fixtures. See Table 7 for furnishings. Provide capabilities shown in the features matrix for
each work space.

(c) Provide operable exterior windows. Provide at least one window with clear view and unobstructed line of
sight out of the building to a minimum of 800 feet for testing weapon sights.

(4) Tool Room. Designated space for the issue and secure storage of unit common tool kits, as well as
supplemental tool kits and individual tools shared by shop personnel. Direct covered access from the tool room to
the SATS containers (described below) on the exterior of the building is required. Provide lockable pair of
personnel doors and pass-through opening with impact resistant counter and metal overhead lockable coiling
shutter between Tool Room and Corridor.

(a) Standard Automotive Tool Set (SATS). The SATS is a unit-owned (i.e. GF/GI) containerized tool system
with the dimensions of 8’ x 20’ x 8’ high. An exterior hardstand storage area adjacent to the Tool Room shall be
provided for three SATS containers. Connectivity to building and installation network is required. SATS are
accessed from the end. Provide wall mounted awning with minimum 14-foot clear height above hardstand for
weather protected entry into SATS containers. The technical manual for SATS is TM 9-4910-783-13&P.

(5) Tool Box Storage. Provide one Tool Box Storage Room for each wing of Repair Areas (if Repair Areas are
located on both sides of a core, each side of core shall have a Tool Box Storage Room). Tool Box Storage is
provided for personnel working inside the maintenance complex in the Repair Areas and the Consolidated Bench
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for the storage of individually assigned or personal (Contractor) tools requiring security. Provide lockable personnel
door with closer between Tool Box Storage and Circulation Bay.

(6) Combat Spares. Storage and issue of Prescribed Load List (PLL) and shop stock items kept in stock at all
times because of demand or management decisions. Direct covered access from the Combat Spares room to the
ASL-MS containers (described below) on the exterior of the building is required. Provide lockable pair of personnel
doors so to accommodate 48” x 48” x 74” ASL-MS repair parts bins and shelving modules, and pass-through
opening with impact resistant counter and overhead lockable coiling shutter between Combat Spares and Corridor.

(a) Authorized Stockage List - Mobility System (ASL-MS). Similar to the SATS, the ASL-MS is a unit-owned
(i.e. GF/GI) 8 x 20’ x 8’ high container for repair parts. An exterior hardstand storage area adjacent to the Combat
Spares room shall be provided for three ASL-MS containers. ASL-MS are accessed from the side. Provide
sufficient aisles between ASL-MS for access. Provide wall mounted awning with minimum 14-foot clear height
above hardstand for weather protected entry into ASL-MS containers. Provide lockable pair of personnel doors at
building exterior to accommodate large bulk portable tools and equipment, and ASLMS repair parts modules. The
technical manual for ASL-MS is TM 9-5411-236-13&P.

(7) Latrine, Shower and Locker Rooms

(a) Latrines. Provide separate latrines for men and women on each floor. Provide water closets, urinals,
lavatories and drinking fountains in accordance with established layouts and referenced codes.

(b) Shower and Locker Rooms. Provide a Men’s Shower and Locker Room and Women’s Shower and Locker
Room. Locate on first floor of each core, sized to accommodate the number of lockers and showers indicated.
Shower and locker area shall be adjacent to and connect to the latrine area. Provide individual shower
compartments (3’-0” x 3’-0”) in the number indicated on the drawings. Provide a single tier steel locker for each
non-administrational occupant of the building, minimum size 1’-0” wide x 1’-6” deep x 6’-0” high.

(8) Break, Training, and Conference (BTC). Locate this room on same floor as Admin and Shop Control.

(a) Furnishings. Provide kitchen, base and wall cabinets and 30-inch deep countertop minimum 10’-0” long.
(b) Equipment. Provide stainless steel two-compartment sink.

(c) Allow space and hookups for vending machines, refrigerator and microwave.

(d) Projection equipment hookups are to be provided in Medium, Large and X-Large BTC Room only. Due to

small size of BTC Room in the Small TEMF, no projection equipment hookups will be provided in this area.

(9) Vaults. All vault walls, floors and ceilings shall be constructed in compliance with appropriate requirements
referenced below. Provision for a user provided (GFGI) intrusion detection system including motion detectors, door
alarm, and camera, is required.

(a) Weapons Storage Vault. Provide secure storage of weapons being repaired, especially vehicle-mounted
weapons such as machine guns and firing port weapons. Weapons vault walls, floors and ceilings shall be
constructed in compliance with AR 190-11, Physical Security of Arms, Ammunition, and Explosives. An option
exists for use of prefabricated, modular vaults conforming to Fed. Spec. AA-V-2737 requirements. Provide a GSA-
approved Class 5 Armory vault door with lock in accordance with Fed. Spec. AA-D-600D and a "Dutch door” style
day gate. Provide an internal wire mesh partitioned space or provide space for GFGI lockable cabinets IAW
installation requirements to accommodate armorer’s tool kits, spare arms parts, machine gun barrels and major
subassemblies. Coordinate arms rack anchor rings, common storage racks, etc with user.

(b) COMSEC Vault. Provide secure storage of communications/cryptology equipment. Room must have a
minimum 8-foot dimension. Refer to Physical Security Standards of Appendix D of AR 380-40, Policy for
Safeguarding and Controlling Communications Security (COMSEC) Material (FOUO).

(10) Nonsensitive Secure Storage. Nonsensitive Secure Storage shall be constructed to meet Secure Storage
standards for Risk Level Il per AR 190-51, Security of Unclassified Army Property.

(11)  Telecommunications- Room-. Telecommunications rooms shall be provided for voice and data. There
shall be a minimum of one room on each floor, located as near the center of the building as practicable, and
stacked between floors. The telecommunications rooms shall be designed in accordance with the Technical
Criteria for Installation Information Infrastructure Architecture I3A Criteria and ANSI/EIA/TIA-569-B. SIPRNET
Room shall also be provided for future SIPRNet connectivity in accordance with the Technical Guide for the
Integration of Secret Internet Protocol Router Network (SIPRNet).
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(12)  Non-Assignable Spaces and Gross Area. The items below account for additional gross area within the
core that is not specifically listed in the spaces above. These items may also vary in size contingent on site,
climate, type and use.

(a) Stairwells. Design in accordance with model and local building codes.

(b) Elevator. Provide one passenger elevator in each two-story building. Elevator machine room is also part
of the gross area of the core.

(c) Common Circulation Corridors. All circulation corridors shall be a minimum of 6 feet wide.

(d) Waiting Area. Locate adjacent to Admin and Shop Control pass-through window off of corridor. Size

Waiting Area for the seating of a minimum of four persons.

(e) Janitorial Spaces. Provide one janitorial space as shown on drawings with mop sink and heavy duty
shelving. Expansion of the Janitorial Space to include a recycling function is optional.

(f) Mechanical Rooms. Utility space must be provided for heating and cooling equipment. Where feasible,
vertically stack like utility spaces if located on two floors. Locate first floor mechanical rooms adjacent to exterior
walls for external maintenance access and ventilation. See paragraph 3.1.7 Heating, Ventilation, and Air
Conditioning (HVAC) Systems, for additional requirement. Walls and floor/ceiling assemblies enclosing mechanical
room shall have a sound transmission class (STC) rating of not less than 50 (45 if field tested) for air-borne noise
when tested in accordance with ASTM E 90, and an impact insulation class (lIC) rating of 50 (45 if field tested)
when tested in accordance with ASTM E 492.

(9) Electrical Rooms. Locate first floor electrical rooms adjacent to exterior walls for external maintenance
access and ventilation.

(h) Fluid Distribution Room. Provide a room to house the POL central distribution equipment and unused POL
storage containers (typically 55-gallon drums) for five types of lubricants/fluids. Fluids shall be dispensed by
automotive lubricant type air driven pump assemblies. Motor shall be heavy-duty compressed air driven
reciprocating action. For antifreeze unit all parts shall be corrosion resistant. Locate near maintenance pit to
minimize length of fluid distribution lines. Compliance with UFC 3-600-01, NFPA 30, and 29 CFR 1910.106 is
mandatory. Provide secondary containment in compliance with applicable federal and state environmental
regulations. Square footage for this space is part of the gross area for the core.

3.1.3. Site Functional Area

(1) Dock. Provide one docking location for maintenance and electronic testing of specialized, permanently
vehicle mounted, communications equipment. Provide equipment power connections and grounding points for
vehicle degauss and individual personnel static discharge protection of equipment.

(2) Organizational Vehicle Hardstand. This area consists of a rigid concrete paved area used for parking
assigned vehicles (wheeled and heavy and tracked), commercial vehicles (Contractor support), trailers and
generators. Organizational vehicle hardstand includes building aprons, parking spaces, and circulation lanes on

site.

(a) Tactical/Military and Commercial Vehicle Parking. Maximize vehicle parking and traffic flow to best support
the operation of the TEMF.

(b) POL Vehicle Parking Area. Parking for POL vehicles is considered separate from other organizational

vehicle parking and shall be segregated from other vehicle parking areas.

(c) Dead Line Vehicle Parking. Parking for vehicles waiting for parts or for work to be performed. One dead
line parking space for every pair of repair areas and shall be located in parking areas adjacent to repair bays that
will service them.

(d) Building Aprons. Provide concrete pavement for aprons associated with each of the facilities located in the
maintenance complex.

(3) Site Storage

(a) Hazardous Waste Storage Building. Provide a building with solid walls and roof. It is used to temporarily
store used lubricants, flammable solvents, dry sweep, etc. A unit is authorized 60 square feet for each 25 vehicles,
or part thereof, which it maintains. A minimum of 120 square feet of hazardous waste storage space will be
provided. The specific requirement for this project is specified in Para. 2.1. Provide secondary containment in
compliance with applicable federal and state environmental regulations. Compliance with UFC 3-600-01, NFPA
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30, and 29 CFR 1910.106 is mandatory. Maintain minimum separation distance from other buildings in accordance
with the IBC in order to eliminate the need for automatic sprinkler protection. Pre-fabricated, fire-rated, self-
contained, moveable steel safety storage buildings are permitted as an option. Minimum size of 120 SF per
container, though multiple containers may add up to the total quantity required per satellite accumulation area.

(b) POL Storage Building. Provide a building for the storage of oil, lubricants, and flammable solvents for daily
use. A unitis authorized 60 square feet for each 25 vehicles, or part thereof, which it maintains. A minimum of 120
square feet of oil storage space will be provided. The specific requirement for this project is specified in Para. 2.1.
Provide an access apron at the entry of this building. Provide secondary containment in compliance with applicable
federal and state environmental regulations. Compliance with UFC 3-600-01, NFPA 30, and 29 CFR 1910.106 is
mandatory. Maintain minimum separation distance from other buildings in accordance with the IBC and local codes
in order to eliminate the need for automatic sprinkler protection. Pre-fabricated, fire-rated, self-contained, moveable
steel safety storage buildings are permitted as an option. Minimum size of 120 SF per container, though multiple
containers may add up to the total quantity required per satellite accumulation area.

(c) Organizational Storage Building. This building is for storage of deployment equipment. The size of this
facility is determined by the organizational structure and the number of organizational vehicles; specific to each
project. Provide a 10’ x 10’ coiling door and a personnel door for each 700 SF of company supply area along one
side of building. Provide internal wire or secure partitions between each 700 SF space. Floor area of building shall
be as specified in the project scope of work. Building shall be approximately 25 feet deep. The floor system of this
facility should be designed for fork-lift lifting.

(d) Distribution Company Storage Facility. Not required
(e) Secure Open Storage. Not required
(f) UAV Maintenance and Storage Building. Not required

(9) Used Oil Storage Tank(s). Provide one 500-gallon above-ground used engine oil storage tank at the end of
the Repair Areas. Tank shall be constructed of non-corrosive material. Provide secondary containment in
compliance with applicable federal and state environmental regulations. Tank construction and location shall
comply with IBC requirements. Recommended location is adjacent to the end repair area. Used oil, waste fuel,
and used engine coolant storage tanks should be co-located, if possible.

(h) Used Engine Coolant (antifreeze) Storage Tank(s). Provide one 500-gallon above-ground used engine
coolant storage tank at the end of the Repair Areas. Tank shall be constructed of non-corrosive material. Provide
secondary containment in compliance with applicable federal and state environmental regulations. Tank
construction and location shall comply with IBC requirements. Recommended location is adjacent to the end repair
areas. Used oil, waste fuel, and used engine coolant storage tanks should be co-located, if possible.

(i) Out of Spec Waste Fuel Tank(s). Provide one 500-gallon above-ground Out-of-Spec Waste Fuel Tank at
the end of Repair Areas. Tank shall be constructed of non-corrosive material. Provide secondary containment in
compliance with applicable federal and state environmental regulations. Tank construction and location shall
comply with IBC requirements. Recommended location is adjacent to the end repair area. Used oil, waste fuel,
and used engine coolant storage tanks should be co-located, if possible.

(4) Entrance Drives. Provide primary and secondary entrance drives to connect organizational vehicle
hardstand to existing roads and/or tank trails.

(5) Privately Owned Vehicle (POV) Parking. Provide POV parking at the rate of 56% of the total assigned
personnel.

3.1.4. Site Design The following drawing should be used to associate relative adjacencies for site structures.
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Hardstand. All hardstand areas shall be rigid concrete pavement. Pavement design for organizational

(1

vehicle areas shall be designed to support the vehicles assigned to this facility and the heaviest vehicle at the
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installation. See appendix for Organizational Vehicle assigned to this facility. The parking layout and configuration
shall be adjusted as necessary to for the site limits and space provided.

(2) Antiterrorism and Force Protection. Each project should be evaluated for security requirements in
accordance with UFC 4-010-01. Minimum requirement is a security fence at the site perimeter consisting of 7-foot
high chain link fabric plus a single outrigger with 3-strand barbed wire, designed in accordance with STD 872-90-
03, FE-6, Chain-Link Security Fence Details. A zone cleared of trees and shrubs, 20 feet wide inside the fence and
10 feet wide outside the fence is required. The clear zone shall be gravel underlain by a synthetic fabric. The clear
zone shall be treated with herbicides to discourage vegetative growth. Manually operated vehicular gates,
approximately 30 feet wide overall, shall be provided at each vehicle entrance/exit.

(3) Storm Water Management. Site storm water management may require controls on the peak flow that can
be discharged. Installations are required to have a storm water pollution prevention plan. Implement the applicable
portions of this plan using best management practices. Segregate drainage from areas likely to be contaminated
(e.g., fueling area). Provide treatment for contaminated water prior to its discharge. Maintenance should not be
performed outside the primary facility.

(4) Storm Drainage System. Construction and material specified for storm drainage installation shall be per
the State’s DOT requirements. All storm drainage lines constructed under organizational vehicle hardstand,
entrance drives, and other surfaces subject to vehicular traffic shall be reinforced concrete pipe with watertight
joints. See paragraph 6 for additional storm drainage system requirements.

(5) Oil/Water Separator. One or more oil/water separators are required to remove, oil, lubricants, floatables,
and grit from contaminated water sources (e.g., repair and maintenance areas, POL fluids distribution, etc.).
Oil/water separators shall be designed in accordance with local codes and standard industry practice for the
specific waste stream to be treated. Minimize maintenance requirements and locate oil/water separators to
minimize pipe runs, provide vehicular access, and built out of circulation areas.

(6) Used and Waste Oil, Antifreeze, Solvents, Cleaning Compounds, and Hazardous Materials Hazardous
materials generated in the course of maintenance operations shall be classified in accordance with 40 CFR 261.
Criteria for short term storage (less than 90 days) of hazardous materials is provided in 40 CFR 262. Long-term
storage is not authorized for TEMF facilities. The installation Defense Resources Management Office has
responsibility for long term storage. Long term storage of hazardous materials is governed by 40 CFR 264.

(7) Primary and Secondary drives. Provide a primary and secondary entrance drive into the organizational
vehicle hardstand area. The primary and secondary entrance drives shall be 30 feet wide.

(8) Organizational Vehicle hardstand. Organizational vehicle pavement grades shall provide positive surface
drainage with a 1 percent minimum slope in the direction of drainage. Maximum pavement slope shall be 2 percent.

(9) Circulation Lane. Organizational vehicle parking circulation lanes shall be 20 feet wide when lanes are
located adjacent to TEMF aprons. Parking stalls within the hardstand are to be placed back-to-back with circulation
lane widths of 30 feet for vehicles less than or equal to 18 feet long and 45 feet for vehicles more than 18 feet long.

(10)  Tactical/Military Vehicle Parking. Tactical/Military Vehicle Parking spaces shall be spaced with side
clearances of 3 feet and end clearances of 2 feet.

(11)  POL Vehicle Parking (if applicable). POL vehicle parking shall be physically separated from organizational
hardstand. POL parking shall be spaced a minimum of 10 feet between vehicles. POL parking area circulation
lanes shall be 50 feet wide. Drainage from the POL parking area shall be isolated and shall not be allowed to enter
underground storm or sanitary sewer systems without being impounded first and manually released. POL drainage
impoundment shall be located 100 feet from any structure.

(12) Dead Line Vehicle Parking. Dead Line Vehicle Parking spaces shall be sized based on the largest vehicle
for the assigned maintenance bay. Parking spaces shall be spaced with side clearances of 3 feet and end
clearances of 2 feet.

(13)  TEMF Aprons. TEMF aprons shall measure 45 feet wide on all four sides of the facility. Circulation lanes
are not part of the 45-foot wide apron.

(14) Site Storage Building Aprons. Site storage building aprons shall measure 27 feet wide along the entire
building length on the vehicular access side. Circulation lanes are not part of the 27-foot wide apron.

(15) Bollards at TEMF repair bays. Provide 12-inch diameter steel bollards filled with concrete at all TEMF
repair bay openings where frequent vehicle access/egress increases the risk of damage by vehicle impact. Bollard
footings shall be designed to withstand organizational vehicular impact.
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(16) Mechanical and Electrical Equipment Yard. Provide 12-inch diameter by 5-foot high, concrete-filled,
schedule 80 galvanized steel pipe bollards, 5 feet O.C. spacing, 5 feet from edge of the mechanical and Electrical
Equipment Yard, painted safety yellow, around the perimeter of the equipment yards. Provide vehicular access
and locate out of circulation areas. Bollard footings shall be designed to withstand organizational vehicular impact.

(17)  Bollards at Out of Spec Waste Fuel, Used Oil and Used Engine Coolant (antifreeze) Storage Tank(s).
Provide 12-inch diameter by 5-foot high, concrete-filled, schedule 80 galvanized steel pipe bollards, 5 feet O.C.
spacing, 5 feet from edge of containment wall, painted safety yellow, around the perimeter of above-ground tank
areas. Bollard footings shall be designed to withstand organizational vehicular impact.

(18) Bollards at Site Storage Buildings. Provide 12-inch diameter by 5-foot high, concrete-filled, schedule 80
galvanized steel pipe bollards, 5 feet O.C. spacing, 5 feet from the edge of the building. Bollard spacing may be
greater than 5’ O.C. if portion of building being protected is not in a high volume traffic area. Bollard footings shall
be designed to withstand organizational vehicular impact.

3.1.5. Architecture

(1) Exterior Materials. Select exterior materials to be attractive, economical, and durable and low
maintenance. Masonry walls are recommended at the ground floor level.

(2) Floors. Provide concrete floors in maintenance and repair areas sloped in accordance with NFPA 30A and
IBC/IPC. Provide a continuous trench drain located on the interior side of the overhead doors at repair areas and
at centerline of central vehicle corridor, extending the length of maintenance areas.

(3) Natural Lighting. Repair and maintenance bays, storage and admin areas shall be illuminated using hybrid
lighting systems which includes electric lighting with electronic daylight controls in combination with skylights with
reflective tube that channels the light into the work area and a lens that diffuses the light, clerestory windows, and
translucent wall panels above overhead doors. Open maintenance and storage sheds shall use hybrid lighting
systems with a dome-shape skylights. Provide operable windows for natural lighting and vent